Rating 600V, 105°C
we, UL2501

FA Cab Compliance
with RoHS

S EEPLURE Features and Use e

® ULHE. CSAMIEMIEDZ LI —JILTY
Multiconductor cable that is conformed to UL Standard and CSA Standard

® ROHSKUREACH (CHIGLTWET
Compliance with RoHS and REACH

® (BB LU MIBCHRA T — JILE L THEVWWEEITET,

Mainly adaptable to internal wiring of electric equipment or inter-device wiring
® — T —TJILICLEN, BRI - LB MECENTVET,

Excels in pliability and oil-resistance in comparison with general cables

® EMIMEREL T, #RiE> — IV Re LIz TEEDIROTWET, [UL2501-SB]
Braided shield type for EMI measure is also handling [UL2501-SB]

iz L - —Fr—h
Heat-resistance Characteristics

®:0:E Certification @

2k 7 | X Tilseaie
Pliability, y <5 N Oil-resistance

A @ &

F-I el TER O\ EA

1
0
Cable carrier test ‘w’ Noize-resistance

[inpaz=tz: ks
Bending-resistance
(from side to side)

MHEEE
Twirl up-resistance

uUL2501

MifgetE [UL2501-SB

Vibration-resistance -

&#&E Construction e

BK Ay FEREA LR
Conductor : Tin-coated annealed copper wire strands

HEIRAR « MEPVC
Insulation : Heat-resistant PVC

#&7—7 Paper tape

RS —ILR « XAy ERERAR
Braided shield : Tin-coated annealed copper wire

>—2 : TEPVC [IFREE : B(YT75Y)]
Sheath : Heat-resistant PVC
Standard color of sheath : Matted black

* HARICOEEL T, BIRAARIE —BZHHL TELFEIN FERICOETHL T, RSB EIERIE,
Abridged general specs list is on another page.
If you want to know about details, please request for the specification.

* FERE3OOHEOEFIFITY . 2OMOIREFEIE. REHROESOF) ] (CIBEL TVET.
The figure above is an example of the case of the number of cores is three.
Others are on next page "Example of array of cores".
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UL2501 Fixed Series

& 1417 —4 Technical Data

Sosik/ Certification UL CSA
2549147 /Style:Type AWM Style 2501 AWM
TEAZEE Rated voltage 600V

ERSEE /Rated temperature 105°C
SEIRIE, Flame resistance VW-1 | FT1

& iR0ESFIDHI Example of array of cores e

LX-Lr X

2 cores 3 cores 4 cores 5 cores 6 cores 8 cores 10 cores

* fROE BEEFRA LOBET NS IRRCLDHBIVES.
The identifying way of each core is by the white numbering on the black insulations.

* FBEHIE R OEFIE, #RNoZRUET .

Each No. in the above figure shows the core's No.

& KMEFTRDHI Example of marking on surface &

UL2501/* * AWG Al AWM STYLE 2501 E44256 VW-1 105C 600V @ HANSHIN
CSA AWM I/ A/B 105C 600V FT1 LL34172

Uk * ([ BIRYA APFRRENET, ]
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FAY—

FA Cable

Fixed Series UL2501

& HERMIE—E [S—ILRELY(T] table : Abridged general specs [Non shielded type] ¢

P 3K / Conductor BT,/ Insulation >—2/ Sheath EXUFIM/ Electrical characteristics e —
RO 154 Pies RHERE R RHEEE oE BNRTT | ERIET MHEE FAER
. . Outside . Outside . Outside | Conductor | Insulation | Withstand | Allowable )
Number of Stz Sopstictel diameter eSS diameter EmEsS diameter | resistance | resistance | voltage current Appro?(lmate
cores weight
(20C) (20C) (30C)
Z/mm mm mm mm mm mm Q/km MQ-km V/min A kg/km
2 1.7 9.3 14.8 99
3 1.7 9.8 12.5 116
4 1.7 10.5 11.3 137
5 1.7 11.4 10.6 163
6 1.7 12.2 10.0 185
18AWG 34/0.18 1.21 0.85 2.91 22.3 50 2000
8 1.7 14.0 9.3 239
10 1.7 15.1 8.7 275
12 1.7 15.6 8.1 309
16 1.7 17.2 7.3 389
20 1.7 18.9 6.8 463
2 1.7 9.9 19.4 119
3 1.7 10.4 16.4 141
4 1.7 11.2 15.0 171
5 1.7 12.2 13.9 200
6 1.7 13.1 13.2 233
16AWG 53/0.18 1.51 0.85 3.21 14.0 50 2000

8 1.7 15.1 12.2 299
10 1.7 16.3 11.4 343
12 1.7 16.8 10.6 393
16 1.7 18.6 9.6 497
20 1.7 20.5 9.0 602
2 1.7 10.7 26 144
3 1.7 11.3 22 176
4 1.7 12.2 20 215
5 14AWG 41/0.26 1.92 0.85 3.62 1.7 13.3 8.82 50 2000 18.3 257
6 1.7 14.4 17.4 297
8 1.7 16.6 16.1 390
10 1.7 18.0 15.0 456
2 1.7 11.7 34 183
3 12AWG 43/0.32 2.42 0.85 4.12 1.7 12.4 5.55 50 2000 30 229
4 1.7 13.4 27 282
2 1.7 13.0 47 239
3 10AWG 43/0.40 3.03 0.85 4.73 1.7 13.7 3.49 50 2000 40 304
4 1.7 14.9 36 378

* FFRERMEL. BFRE30°CHELRDET, HMERIRRICEU T, 102R-J R &HONRIMRER 1202 ENHDET
Allowable current is the value in case that the ambient temperature is 30°C.
You must multiply it and a reduction factor together depending on the usage. (refer to table "Reduction factor")

* TEERBOP(CE, MEINRLEIRRBEIEVET, EERROFHBNCOTELTE, BEFEEHEBLTSHVEDEE,
There are stocks that are differed from the standard discrimination.
Please inquire the discrimination of stock from sales representatives.

* I-ADREEGEE BEHL) LRDEY, MEZIHEOMRICE. BT DEZEMAHEHRITE,
The standard color of the sheath is matted black.
If you would like other colors, please contact your local sales office.

* AHAROFEICOEEL TS, AAFREEIERITE,
If you want to know about details, please request for the specification.
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UL2501

Fixed Series

& TRBIE—E [2—JLRY(T] table : Abridged general specs [Shielded type] ¢

BL K,/ Conductor HERRAR / Insulation >—2/Sheath BEZURFI%/ Electrical characteristics mEEE
PEPe 15 SR RS R RS R BN | BRI ME&E HFEER
. . Outside . Outside . Outside | Conductor @ Insulation | Withstand | Allowable )
Number of Sz CEREEERER diameter LTSS diameter TS diameter | resistance | resistance | voltage current Appro?<|mate
cores weight
(20°C) (20°C) (30°C)
Z/mm mm mm mm mm mm Q/km MQ-km V/min A kg/km
2 1.7 9.9 14.8 125
3 1.7 10.4 12.5 142
4 1.7 11.2 11.3 172
5 1.7 12.1 10.6 202
6 1.7 12.9 10.0 228
18AWG 34/0.18 1.21 0.85 2.91 22.3 50 2000
8 1.7 14.8 9.3 294
10 1.7 15.9 8.7 336
12 1.7 16.4 8.1 370
16 1.7 18.0 7.3 456
20 1.7 19.7 6.8 536
2 1.7 10.5 19.4 148
3 1.7 11.1 16.4 176
4 1.7 11.9 15.0 209
5 1.7 12.9 13.9 243
6 1.7 13.8 13.2 277
16AWG 53/0.18 1.51 0.85 3.21 14.0 50 2000

8 1.7 15.9 12.2 360
10 1.7 17.1 11.4 409
12 1.7 17.6 10.6 460
16 1.7 19.4 9.6 570
20 2.25 22.5 9.0 748
2 1.7 11.4 26 179
3 1.7 12.0 22 215
4 1.7 12.9 20 258
5 14AWG 41/0.26 1.92 0.85 3.62 1.7 14.0 8.82 50 2000 18.3 304
6 1.7 15.2 17.4 353
8 1.7 17.4 16.1 456
10 1.7 18.8 15.0 528
2 1.7 12.4 34 222
3 12AWG 43/0.32 2.42 0.85 4.12 1.7 13.1 5.55 50 2000 30 272
4 1.7 14.2 27 338
2 1.7 13.7 47 282
3 10AWG 43/0.40 3.03 0.85 4.73 1.7 14.5 3.49 50 2000 40 359
4 1.7 15.7 36 439

* FAEREE. AFERE30°COELRDFT ., fMERIRRIEU T, 102R-JRHONRIMRE 2RI ENHDET
Allowable current is the value in case that the ambient temperature is 30°C.
You must multiply it and a reduction factor together depending on the usage. (refer to table "Reduction factor")

* TEERBOPIC(E, #AINERD

=]
R

BIEWET, TEERR

There are stocks that are differed from the standard discrimination.
Please inquire the discrimination of stock from sales representatives.

* S-2ADREBFEE (BEEL) LRDFET, MEEIHEDRICE. BIFOEZEMMATHERITE,
The standard color of the sheath is matted black.
If you would like other colors, please contact your local sales office.

* AAROFERICOETEL T ARERIEREE W,
If you want to know about details, please request for the specification.
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